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Valvole filettate

APPLICAZIONI

Queste valvole sono state progettate specialmente per liquidi carichi, viscosi, densi
e aggressivi. Il sistema di otturazione di queste valvole di ritegno assicura un pas-
saggio integrale anche dei fluidi carichi, senza rischio di bloccaggio, grazie ad una
palla autopulente.

Trovano impiego nel sollevamento di acque in stazioni di depurazione, impianti di
bonifica, di purificazione, cantieri, ecc.

LIMITI D’ IMPIEGO

La versione standard permette di raggiungere pressioni di lavoro fino a 10 bar
(PN10), e temperature di esercizio da -10°C a +80°C.

Attacco:
filettato Femmina/Femmina GAS : standard.

Sezione
<~ N > Posizioni di lavoro della valvola
2 4
‘ 1
1
o
s APERTA CHIUSA
6
(
c Possibilita di installazione N )
@é - > (La freccia indica il senso di circolazione del liquido.) Pressioni di apertura
(in millibar)
i DN |Vert.|Oriz.
Dimensioni e materiali standard rw | 1,3 | ~0
1”12 1,5 ~0
Codice 23%302 25F.‘nsoa asF,‘osm % L8 =9
DN ™ [1"waf1"1r2{'2 VERTICALE | ORIZZONTALE
A mm) | 132|145 | 173
B mm | 111 | 122 | 145 Diagramma perdite di carico
Ap in mH,O T o
C mm| 83|90 [110 A S
Kg. | 19|24 |86 et e e a7
' i / _f
KV mm |28,1|57,3|78,2 Bt i 7
3l S | |
@ Corpo Ghisa GG25 o I _ g
@ Coperchio| Ghisa GG25 : j,-"
@ Palla NBR piena _/";E r
054 R Y Y Eu
@ Vit | Acciaio INOX 304 PR &4
e
o224 0000 - il |
(5) oning NBR BB
(6) oning NBR At ———— |
03 05071 2 345 10 20 30 50 100 250

Portata in m3/h
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Dimensions and materials

Rs | rRs | ms
Code | 2600226003 | 26.004

DN " (1714|1712 27

A mm [ 132|145 | 173

B mm | 111 | 122 | 145

C mm | 83|90 [110

Kg. 19 (24|36

KV mm |28,1|57,3|78,2

Body Cast iron GG25

C)}

@ Cover | Castiron GG25
@ Bal NBR or Resin
,/1\ P Stainless steel
e INOX 304
(5) oning NBR
@ O.Ring NBR

POMPE ROTOMEC

1” 1/4
17 1/2
2”

Threaded valves

APPLICATIONS

These valves have been planned especially for loaded, viscous, waste and
aggressive liquids. Their clogging system assures a total passage of waste fluid,
without any blocking risk, thanks to the self-cleaning action of the ball.

They find employment in raising-waters of depuration and reclamation systems,
purification, yards, etc.

APPLICATION LIMITS

The standard version allows to catch up working pressures until 10 bar (PN10),
and operating temperatures from -10°C a +80°C.

Connection:
Female/Female GAS thread: standard.

Valve working position

OPEN CLOSED

Installations possibilities

(The arrow on the valve shows the liquids direction.)

Opening pressure

(in Mbar)
DN | Vert.| Hor.
17v4 13 ~0

1”12 1,5 ~0
2 1.6 ~0

VERTICAL HORIZONTAL

Headloss chart
Ap in mH,O
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Capacity in m'/h
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